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STATE OF OHIO 
THE INDUSTRIAL COMMISSION OF OHIO 

AND 
THE DEPARTMENT OF INDUSTRIAL RELATIONS 

Specific Safety Requirements 

of the Industrial Commission of Ohio 

Relating to 

LAUNDRY MACHINERY AND 
OPERATION; DRYCLEANING 

AND DYEING 

These specific safety requirements, effective April 1, 1964, supersede 
the requirements of Chapters XII and XIII, Bulletin 203, Specific Re 
quirements and General Safety Standards of The Industrial Commission 
of Ohio for Workshops and Factories, effective January l, 1951, as well 
as the requirements and standards contained in Bulletin 203, codified 
and effective January 3, 1955. 

The specific requirements of this code (Bulletin 203.3) supplement 
and apply in addition to the requirements of Bulletin 203, Specific 
Safety Requirements of The Industrial Commission of Ohio Relating to 
All Workshops and Factories, effective April 1, 1964. 

The following Specific Safety Requirements of The Industrial Com 
mission of Ohio are also in full force and effect: 

Bulletin llO - Construction and Operation of Elevators, Power Dumb 
waiters, Escalators, Manlifts and Their Hoistways 

Bulletin 202-Relating to Building and Construction Work 

Bulletin 203- Relating to All Workshops and Factories 
Bulletin 203.1- Relating to Foundries 
Bulletin 203.2 - Relating to Steel Mills 
Bulletin 203.4 - Relating to Rubber and Plastic 

Industries 
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Bulletin 211 - Potteries 

Bulletin 214 - Covering the Installation of Pressure Piping Systems 

Bulletin 215 - Covering the Installation of Mechanical Refrigeration 
Systems and Equipment 

Bulletin 216 - Relating to Window Cleaning 

Ohio Boiler Inspection Laws and Rules 

Ohio Rules for Construction and Installation of Boiler Blow Off Systems 

Ohio Rules for Construction of Unfired Pressure Vessels, Sec. VIII 

Ohio Section IX, Standard for Welding Requirements Covering the Ohio 
Boiler Inspection Laws and Rules and Rules for the Construction 
of Unfired Pressure Vessels 
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RESOLUTION 
OF THE 

INDUSTRIAL COMMISSION OF omo 
COLUMBUS, OHIO August 22, 1963 

Re: Specific Safety Requirements 
of The Industrial Commission 
of Ohio Relating to 
Laundry Machinery and Operation; 
Drycleaning and Dyeing - BULLETIN 203.3 

WHEREAS, the specific requirements herein are formulated, compiled and 
issued in accordance with Chapters 4101, 4121, 4123 and 119 of the Revised Code 
authorizing the Industrial Commission of Ohio to make, adopt and publish safety 
orders, rules and regulations and to prescribe what safety devices, safeguards, or 
other means that are best adapted for the reasonable protection of employees in 
every place of employment, and the Administrative Procedure Act. 

NOW, THEREFORE, BE IT RESOLVED by The Industrial Commission of 
Ohio that the following Specific Safety Requirements of The Industrial Commission 
of Ohio Relating to Laundry Machinery and Operation; Drycleaning and Dyeing 
known as Bulletin 203.3 be and the same is hereby adopted and issued as a general 
order; that the same shall be published according to law and shall be in full force 
and effect on and after April 1, 1964; that the requirements of Bulletin 203.3 repeal 
the requirements of Chapter XII-Laundries and Chapter XIII-Drycleaners, Bul 
letin 203, known as Specific Requirements and General Safety Standards of The 
Industrial Commission of Ohio for Workshops and Factories adopted on January 1, 
1951, and the requirements and standards contained in Bulletin 203 codified and 
effective January 3, 1955. 
This action is based on the motion of Mr. Krise, seconded by Mr. Parker, and voted 
upon as follows: 

M. Holland Krise aye 
Chairman 

Augustus G. Parker aye 
Vice Chairman 

Richard W. Tobin aye 
Member 
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EXCERPTS FROM 
THE LAW AND CONSTITUTION 

NOTE: The following sections of the Revised Code of Ohio and the 
Constitution of Ohio are for reference purposes only and are 
not to be construed as specific requirements of Bulletin 203.3. 

4125.03 Duties of Employer 
Every employer shall, without cost to the employees, provide such 

reasonably effective devices, means, and methods as are prescribed by 
the industrial commission to prevent the contraction by employees of 
illness or disease incident to the work or process in which such employees 
are engaged. 

No employer, either personally or through any agent, shall fail to 
comply with this section. 

4101.11 Duty of Employer to Protect Employees and Frequenters 
Every employer shall furnish employment which is safe for the 

employees engaged therein, shall furnish a place of employment which 
shall be safe for the employees therein and for frequenters thereof, shall 
furnish and use safety devices and safeguards, shall adopt and use 
methods and processes, follow and obey orders, and prescribe hours of 
labor reasonably adequate to render such employment and places of 
employment, safe, and shall do every other thing reasonably necessary 
to protect the life, health, safety and welfare of such employees and 
frequenters. 

4101.12 Duty of Employer to Furnish Safe Place of Employment 
No employer shall require, permit, or suffer any employee to go or 

be in any employment or place of employment which is not safe, and 
no such employer shall fail to furnish, provide, and use safety devices 
and safeguards, or fail to obey and follow orders or to adopt and use 
methods and processes reasonably adequate to render such employment 
and place of employment safe. No employer shall fail to do every other 
thing reasonably necessary to protect the life, health, safety, and welfare 
of such employees or frequenters. No such employer or other person 
shall construct, occupy, or maintain any place of employment that is 
not safe. 

4101.13 Duties of Employees 
No employee shall remove, displace, damage, destroy, or carry off 

any safety device or safeguard furnished or provided for use in any 
employment or place of employment, or interfere with the use of any 
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method or process adopted for the protection of any employee in such 
employment or place of employment, or frequenter of such place of 
employment, or fail to follow and obey orders and to do every other 
thing reasonably necessary to protect the life, health, safety, and welfare 
of such employees and frequenters. 

4101.15 Prohibition 
No employer, employee, or other person shall violate sections 4101.01 

to 4101.16, inclusive, or 4121.01 to 4121.29, inclusive, of the Revised 
Code, do any act prohibited by such sections, fail to perform any duty 
lawfully enjoined, within the time prescribed by the department of 
industrial relations or the industrial commission, for which violation no 
penalty has been specifically provided, or fail to obey any lawful order 
given or made by the department or commission, or any judgment or 
decree made by any court in connection with such sections. 

4101.16 Every Day A Separate Violation 
Every day during which any person or corporation, or any officer, 

agent, or employee thereof fails to observe and comply with any order 
of the department of industrial relations or the industrial commission, 
or to perform any duty enjoined by sections 401.01 to 401.16, inclusive, 
and 4121.01 to 4121.29, inclusive, of the Revised Code, constitutes a 
separate violation of such order or section. 

2923.25 Burners Giving Off Obnoxious Gases 
No person shall use or cause or permit to be used an open sala 

mander or coke burner or other outfit or receptacle of any kind in which 
charcoal, coke, coal, or any other fuel or combustible substance is burned 
or in process of combustion so as to give off obnoxious gases or gases 
detrimental to health, in any enclosed residence or enclosed building 
under construction while persons work or are employed therein, without 
providing a proper pipe, chimney or enclosure to carry said gases from 
said open salamander, coke burner, outfit or receptacle to the outside 
of said enclosed building or residence. Whoever violates this section 
shall be fined not more than one hundred dollars ($100.00) for a first 
offense; for each subsequent offense such person shall be fined not less 
than one hundred dollars ($100.00) nor more than two hundred dollars 
($200.00) and in each case he shall stand committed until such fine and 
the costs are paid or until he is otherwise discharged. 

4101.99 Penalty 
(A) Whoever violates Section 4101.15 of the Revised Code shall 

be fined not less than fifty nor more than one thousand dollars for a first 
offense; for each subsequent offense such person shall be fined not less 
than one hundred nor more than five thousand dollars. 
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Const. Art. II, Sec. 35. Constitutional Provisions Relating to Work 
men's Compensation. 

For the purpose of providing compensation to workmen and their 
dependents, for death, injuries or occupational disease, occasioned in 
the course of such workmen's employment, laws may be passed estab 
lishing a state fund to be created by compulsory contribution thereto by 
employers, and administered by the state, determining the terms and 
conditions upon which payment shall be made therefrom. Such com 
pensation shall be in lieu of all other rights to compensation, or damages, 
for such death, injuries, or occupational disease, and any employer who 
pays the premium or compensation provided by law, passed in accord 
ance herewith, shall not be liable to respond in damages at common 
law or by statute for such death, injuries, or occupational disease. Laws 
may be passed establishing a board which may be empowered to classify 
all occupations, according to their degree of hazard, to fix rates of con 
tribution to such fund according to such classification, and to collect, 
administer and distribute such fund, and to determine all rights of 
claimants thereto. Such board shall set aside as a separate fund such 
proportion of the contributions paid by employers as in its judgment 
may be necessary, not to exceed one per centum thereof in any year, 
and so as to equalize, insofar as possible, the burden thereof, to be 
expended by such board in such manner as may be provided by law 
for the investigation and prevention of industrial accidents and diseases. 
Such board shall have full power and authority to hear and determine 
whether or not an injury, disease or death resulted because of the 
failure of employer to comply with any specific requirement for the 
protection of the lives, health or safety of employees, enacted by the 
General Assembly or in the form of an order adopted by such board, 
and its decision shall be final; and for the purpose of such investigation 
and inquiries it may appoint referees. When it is found, upon hearing, 
that an injury, disease or death resulted because of such failure by the 
employer, such amount as shall be found to be just, not greater than 
fifty nor less than fifteen per centum of the maximum award established 
by law, shall be added by the board, to the amount of the compensation 
that may be awarded on account of such injury, disease, or death and 
paid in like manner as other awards; and, if such compensation is paid 
from the state fund, the premium of such employer shall be increased 
in such amount, covering such period of time as may be fixed, as will 
recoup the state fund in the amount of such additional award, notwith 
standing any and all other provisions in this constitution. 
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SPECIFIC SAFETY REQUIREMENTS OF 
THE INDUSTRIAL COMMISSION OF OHIO 

RELATING TO 

LAUNDRY MACHINERY AND 
OPERATION; DRYCLEANING 

AND DYEING 
SCOPE 

The purpose of this code is to provide reasonable safety for life, 
limb and health of employees. In cases of practical difficulty or unnec 
essary hardship, The Industrial Commission of Ohio may grant excep 
tions from the literal requirements of this code or permit the use of 
other devices or methods when, in the opinion of The Industrial Com 
mission, the equivalent protection is thereby secured. 

The specific requirements of this code supplement the Specific Safety 
Requirements of The Industrial Commission of Ohio Relating to All 
Workshops and Factories, Bulletin 203, and are requirements of an 
employer for the protection of such employer's employees and no others 
and apply to laundries and to places of employment wherein drycleaning 
and dyeing processes are performed. Specific requirements of other 
codes adopted by The Industrial Commission of Ohio shall apply as any 
or all of them may be made applicable to all matters not covered by 
this code. 

This code shall be effective on and after April 1, 1964. Installations 
or constructions built or contracted for prior to said date shall be 
deemed to comply with the provisions of this code if such installations 
or constructions comply either with the provisions of this code or with 
the provisions of any applicable code which was in effect prior to 
said date. 

DEFINITIONS 
Approved means sanctioned or accepted by The Industrial Commission 

of Ohio. 
Dampening Machine means a machine used for dampening clothes or 

other textiles. 
Danger Zone means the point of operation where a known critical 

hazard exists. 
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Drying Room means an enclosure used for drying clothes or other tex 
tiles, and containing any power-driven mechanism. 

Drying Tumbler means a machine within which clothes or other textiles 
are dried by air, and which usually consists of an enclosure inside 
of which is a revolving cylinder. 

Equipment means all machinery, tools, derricks, hoists, scaffolds, plat 
forms, runways, ladders, safeguards protective construction and 
all other mechanical devices used and covered by this code. 

Exposed to Contact means that the location of the material or object, 
during the course of operation, is accessible to the employee in 
performance of his regular or assigned duty. 

Extractor means a power-driven centrifugal machine used for removing 
surplus moisture from clothes or other textiles by centrifugal action. 

Factor of Safety means the ratio between the ultimate breaking stress 
and the working stress of the material, structure or device. For 
example, the term 'factor of safety of four (4)' means that the mate 
rial, structure or device shall be constructed of such strength that 
the maximum load will be one-fourth (¼) the designed ultimate 
breaking load. Where other factors of safety appear, they shall apply 
in the same manner. The standards of the American Society for 
Testing Materials shall be used in determining the strength of mate 
rial except as otherwise provided herein. 

Feeding: 
Automatic feeding means placing material into machinery by some 

mechanical device. 
Hand or Manual feeding means placing material into machinery by 

hand or hand tools. 
Semi-automatic feeding means placing of material into the machine 

by some mechanical device, which device requires attention at 
one or more steps in the operation of the machine. 

Guard means the covering, fencing, railing or enclosure which shields 
an object from accidental contact. 

Guarded means that the object is covered, fenced, railed, enclosed or 
otherwise shielded from accidental contact. 

Ironer means a hand- or power-operated machine, with one or more rolls 
or heated surfaces in contact, used for ironing or smoothing clothes 
or other textiles. 

Laundry means an establishment for the washing, ironing, or other fin 
ishing of clothes, or any other textiles, but excluding printing, 
bleaching, drycleaning or dyeing of clothes or other textiles. 

Marking Machine means a power-driven machine used for marking 
clothes or other textiles. 

May shall be construed as permissive. 
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Operator means any person authorized to operate the specific equipment. 
Pinch Point ( or shear point) means any point at which it is possible to be 

caught between the moving parts of a machine, or between the 
moving and stationary parts of a machine, or between the material 
and the moving part or parts of a machine. 

Point of Operation means the point or points at which the material is 
placed in or removed from the machine. 

Safety Interlock means a device that will: 1) Prevent the operation of 
the machine while the cover or door is open or unlocked; 2) Hold 
the cover or door closed and locked while the basket or cylinder is 
in motion. 

Securely Fastened means that the object or thing referred to shall be 
substantially fixed in place. 

Sewing Machine means a machine used for sewing or stitching clothes 
or other textiles. 

Shaker (or clothes tumbler) means a revolving cylinder used for shaking 
out clothes or other textiles. 

Shall is to be construed as mandatory. 
Shaping Machine means a power-driven machine used to shape, mold, 

or otherwise finish clothes or other textiles; this shall also include 
shaping tables, stands, or shelves upon which the machine may 
be mounted. 

Should is to be construed as advisory. 
Starching Machine means a power-driven machine used for the starching 

of clothes or other textiles. 
Starch Mixer means a power-driven machine used for mixing or process 

ing starch. 
Substantial means construction of such strength, of such materials, and 

of such workmanship that the object will withstand the wear, usage 
or shock for which it is designed. 

Washing Machine means a power-driven machine used for washing 
clothes or other textiles. It usually consists of a stationary case or 
shell inside of which is a revolving perforated cylinder. 

Wringer means one or more power-driven rolls used for removing sur 
plus moisture from clothes or other textiles. 

The following definitions are applicable to PART 2 
of this code only: 

Brushing or Prespotting means the brushing or prespotting of wearing 
apparel, fabrics, textiles, or other articles of any sort, by hand, with 
flammable or non-flammable liquid solvents. 

Drying Cabinet or Drying Room means an enclosure used for drying 
clothes or other textiles. 
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Drycleanin g means a method of cleansing wearing apparel, household 
furnishings and other textile materials by means of immersion and 
mechanical action in dry solvents, either petroleum distillates or 
chlorinated hydrocarbons, with the addition of soaps and other 
cleansing aids, by: 
I) Immersion and agitation in a flammable or non-flammable liquid 

solvent in open vessels; 
2) Immersion and agitation in a flammable or non-flammable liquid 

solvent in a vaporproof enclosure; 
3) "Spotting" or local applications of flammable or non-flammable 

liquid solvents and other cleansing preparations to spots or dirt, 
grease, paints and stains not removed by immersion, and 

4) Brushing or Prespotting with flammable or non-flammable solu 
tions. 

Drycleaning Room means a room wherein the process of drycleaning is 
carried on. 

Drying Tumbler means a machine with which clothes or other textiles 
are dried by heated air. 

Extractor means a power-driven machine for removing surplus dryclean 
ing solvent from clothes or other textiles. 

Filter means an apparatus used for straining impurities, solid particles or 
coloring matter from liquid solvents. 

Flammable Liquid means any liquid or mixture of liquids which, in its 
original state, or after continued use or agitation, or by distillation, 
will burn in a closed cup tester, or which in any state, when mixed 
with air, gives off vapors which are a combustible explosive. 

Non-flammable Liquid means any liquid or mixture or liquids which in 
its original state, or after continued use or agitation, or by distilla 
tion, will not bum in a closed cup tester, or which in any state, when 
mixed with air, gives off vapors which are non-combustible or non 
explosive. 

Spotting means the local application of flammable or non-flammable 
liquid solvents and other cleansing preparations to remove spots of 
grease, dirt, paint, or stains from wearing apparel, fabrics, or textiles. 

Still means an apparatus to evaporate as a gas or vapor, volatile, flam 
mable or non-flammable liquids used as a drycleaning solvent by 
means of heat and to condense the same in a cooling chamber or 
condenser as a purified product. 

Wet Dyeing means the process of dyeing or fixing solid colors in wearing 
apparel or textiles, by immersion in water or non-flammable liquids. 
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PART 1 

LAUNDRY MACHINERY AND OPERATION 

1.1 WASHROOM MACHINES 
1.1.1 Marking Machines 
Each power marking machine shall be equipped with a spring 

compression device of such design as to prevent injury to finger bones 
should they be caught between the marking plunger and platen; or the 
marking machine shall be equipped with a control mechanism that will 
require simultaneous action of both hands to operate the machine; or 
there shall be a guard that will act as a barrier in front of, and which 
shall prevent the operator's fingers from coming into contact with the 
marking plunger. 

1.1.2 Washing Machine 
Each washing machine shall be equipped with a safety interlock. 

The safety interlock should not prevent the movement of the inner 
cylinder under the action of a hand-operated mechanism or under the 
operation of an "inching device". 

1.1.2.1 Each washing machine shall be provided with a device 
which shall hold open the doors or covers of inner and outer cylinders 
or shells while the washing machine is being loaded or unloaded. 

1.1.3 Extractor 
Each extractor shall be equipped with a metal cover. 

1.1.3.1 Each extractor shall be equipped with a safety interlock. 
The safety interlock should not prevent the movement of the basket by 
hand to ensure an even loading. 

1.1.3.2 Each extractor shall be securely fastened to the floor or 
foundation and shall not be operated at a speed greater than that given 
in the manufacturer's rating, which shall be stamped on the inside of the 
basket where it is visible, in letters not less than one-fourth (¼) inch in 
height. The maximum permissible speed shall be given in revolutions 
per minute. 

1.1.3.3 Each motor individually driving an extractor shall be pro 
vided with a motor stop and a speed-limiting governor. 

Where an extractor is driven by a direct-current motor, it shall be 
equipped with a "no-field" release. 

1.1.4 Power Wringer 
Each power wringer shall be equipped with a safety bar or other 

guard across the entire front of the feed or first pressure rolls, so ar 
ranged that the striking of the bar or guard will stop the machine. 
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1.2 STARCHING AND DRYING MACHINES 

1.2.1 Starching Machine (Cylinder or Box Type) 
Each starching machine, cylinder or box type, shall be guarded. 

1.2.2 Drying-room Fan 
Each drying-room fan, any part of which is seven (7) feet or less 

from the floor or working platform shall be guarded. 

1.2.3 Drying Tumbler 
Each drying tumbler shall be equipped with a safety interlock. The 

safety interlock should not prevent the movement of the inner cylinder 
under the action of a hand-operated mechanism or under the operation 
of an "inching device". 

1.2.3.1 Each drying tumbler shall be provided with a device which 
shall hold open the doors or covers of inner and outer cylinders or shells 
while the drying tumbler is being loaded or unloaded. 

1.2.4 SHAKER (CLOTHES TUMBLER) 

1.2.4.1 Single-Cylinder Type 
Each shaker or clothes tumbler of the single-cylinder type shall be 

equipped with a device that shall automatically prevent the tumbler from 
moving while the door is open. 

1.2.4.1.1. The tumbler shall be guarded. 
1.2.4.2 Double Cylinder Type 
Each shaker or clothes tumbler of the double-cylinder type shall be 

equipped with a safety interlock. The safety interlock should not prevent 
the movement of the inner cylinder under the action of a hand-operated 
mechanism or under the operation of an "inching device." 

1.2.4.2.1. Each shaker or clothes tumbler of the double-cylinder 
type shall be provided with a device which shall hold open the doors 
or covers of inner and outer cylinders or shells while the shaker or clothes 
tumbler is being loaded or unloaded. 

Provisions of 1.2.3, 1.2.3.1, 1.2.4.1, 1.2.4.4.4, 1.2.4.2 and 1.2.4.2.l do 
not apply to shake-out or conditioning tumblers where the clothes are 
loaded into the open end of the revolving cylinder and are automatically 
discharged out of the opposite end. 

1.3 FINISHING MACHINES 
1.3.1. Dampening Machine 
Dampening machine rolls shall be guarded. 
In the case of dampening machines the guarding may be accom- 

plished by: 
1) A slot or hopper, 
2) A rod or strip located directly in front of the feed and extending 

the full length of the rolls. 
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1.4 IBONER 

1.4.1. Flat-work Type 
Each Hat-work or collar ironer shall be equipped with a safety bar 

or guard across the entire front of the feed or first pressure rolls, so ar 
ranged that the striking of the bar or guard will stop the machine. 

1.4.1.1 The pressure rolls shall be guarded, which guarding may 
be accomplished by a vertical guard on all sides or a complete cover. 
If a vertical guard is used, the distance from the floor or working plat 
form to the top of the guard shall be not less than six (6) feet. 

1.4.2 Body Type 
Each body type ironer, roll or shoe type, including sleeve and 

hand ironers, shall be equipped with a safety bar or guard across 
the entire length of the feed roll or shoe so arranged that the striking 
of the bar or guard will stop the machine. The hot roll or shoe shall be 
guarded. 

1.4.3 Rotary-Body Type 
Each combined rotary-bosom and coat ironer shall be equipped with 

a safety bar or guard across the entire length of the feed roll or shoe, so 
arranged that the striking of the bar or guard will stop the machine. The 
hot roll or shoe shall be guarded. 

1.4.4 Press Type 
Each ironing press (excluding hand- or foot-powered ironing presses) 

shall be guarded. 

1.5 MISCELLANEOUS MACHINES AND EQUIPMENT 

1.5.1 Sewing Machine 
Each sewing machine shall be equipped with a guard permanently 

attached to the machine so that the operator's fingers cannot pass under 
the needle. The guard shall be of such design that the needle can be 
conveniently threaded without removing the guard. 

1.5.2 STEAM PIPES 

1.5.2.1 Guarding 
All steam pipes seven (7) feet or less from the floor or working 

platform, and with which the employee may come into contact, shall 
be insulated or covered with a heat-resistive material or shall be other 
wise guarded. 

1.5.2.2 Use of Pressure-Reducing and Relief Valves 
Where pressure-reducing valves are used, one or more relief or 

safety valves shall be provided on the low-pressure side of the reduc 
ing valve, in case the piping or equipment on the low-pressure side does 
not meet the requirements for the full initial pressure. 
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The combined discharge capacity of the relief valves shall be such 
that the pressure rating of the lower-pressure piping and equipment will 
not be exceeded if the reducing valve sticks or fails to open. The relief 
or safety valve shall be vented to prevent injury or damage caused by 
:fluid escaping into the working area. 

1.5.3 Starting and Stopping Devices 
Each power-driven machine shall be provided with a device for 

disconnecting from the immediate source of power. Starting and stop 
ping devices for machines shall be so located as to be operable from 
the front of the machine, and so constructed as to allow guarding of 
belts and pulleys. 

PART 2 

DRYCLEANING AND DYEING 

2.1 ELECTRICAL EQUIPMENT 

2.1.1 Type and Location 
When flammable liquids with a flash point below 138.2°F. are used 

for drycleaning, electrical motors, switches, fuses, lights and any other 
electrical equipment shall be of the type required by The National 
Electrical Code-1962 for hazardous locations or such equipment and 
devices shall be located outside the drycleaning room. 

2.2 MACHINERY AND EQUIPMENT 

2.2.1 Guarding 
All machinery used in wet cleaning, cleaning with flammable or 

non-flammable solvents and pressing, shall be guarded as provided in 
Part 1 of this code; Sections 1.1 to 1.5.3, inclusive. 

2.3 DRYCLEANING MACHINES AND DRYING TUMBLERS 

2.3.1 Grounding 
Drycleaning machines and drying tumblers shall be grounded. 

2.4 STILLS AND CONDENSERS 
2.4.1 Design and Construction 
Stills and condensers shall be of substantial construction, mounted 

on substantial fire-resistive foundations and shall be of a type which will 
not expose the fluid during any part of the process of reclamation. 

2.5 EXTRACTORS 
2.5.1 Cover 
Extractors shall be equipped with a cover of non-ferrous metal or 

other non-sparking material. 
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2.5.1.1 Interlocking Device 
Extractors shall be equipped with an interlocking device that will 

prevent the cover from being opened while the basket is in motion 
and shall also prevent the operation of the basket while the cover is open. 

The interlocking device shall not prevent the movement of the bas 
ket by hand to insure even loading. 

2.5.2 Basket 
The basket of the extractor shall have a rim of non-ferrous metal or 

other non-sparking material. 

2.6 DRYCLEANING WITH VOLATILE FLAMMABLE LIQUID 
SOLVENTS 

2.6.1 Vaporproof Enclosure 
All drycleaning of wearing aparel, fabrics, textiles, or articles of any 

other sort, with volatile flammable liquid solvents shall be carried on 
in a drycleaning room in a vaporproof enclosure. 

This requirement does not apply to articles which cannot be cleaned 
in revolving vaporproof enclosures without being damaged. Articles 
which cannot be cleaned in revolving vaporproof enclosures without 
being damaged shall be cleaned by prespotting or brushing, as provided 
in 2.7 of this code. 

2.7 BRUSHING AND PRESPOTTING 

2.7.1 Where Performed 
All brushing or prespotting operations with flammable liquid sol 

vents shall be performed in a drycleaning room, on a brushing table or 
in a tub. 

2.7.1.1 Storage of Solvents 
Flammable liquid solvents used for brushing or prespotting shall 

be stored in safety cans. 

2.8 CLOSED ROOMS 

2.8.1 Non-flammable Solvents in Quantities Exceeding 
One Gallon 

Where perchloroethylene, carbon tetrachloride or other non-flam 
mable solvents giving off fumes, gases or vapors injurious to health are 
used for dryclcaning in quantities of more than one gallon, such opera 
tions shall be performed in fluid-tight machines, systems or apparatus 
which shall be installed in a separate room or compartment, and all 
cleaning, drying and deodorizing shall be performed in said room or 
compartment unless said operations are performed as provided in 2.8.1.2 
of this code. 
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2.8.1.l Ventil ation 
Th e separate room or compartm ent requir ed by 2.8.1 shall be 

completely enclosed except necess~ door and window openin gs to 
permi t operators to perfo rm opera t10ns referred to without enterin g 

therein . 
1) 

2) 

3) 

4) 

A system of mechanical ventilation shall be provided which will 
completely change the air volume in the separate room or com 
partment at least once every three (3) minutes during the 
periods of operation or when the solven~s are exposed to the 
air in said room or compartment or while alterations, adjust 
ments or repairs are being made; 
The air shall be removed from the said room or compartment 
at the floor line and discharged to the open air at a point not less 
than twenty-five (25) feet from any window or other opening. 
No employee shall be permitted to enter the said room or com 
partment save for the purpose of making necessary repairs, 
alterations and adjustments. 
Doors to the said room or compartment shall be self-closing and 
shall not be permitted to remain open. 

2.8.1.2 Where Entire Process is Completed Within 
Fluid-tight Machines, Systems or Apparatus 

Where the cleaning, drying and deodorizing process is completed 
entirely within fluid-tight machines, fluid-tight systems or fluid-tight 
apparatus which are vented to the open air at a point not less than 
twenty-five (25) feet from any window or other opening, and are so used 
and operated as to prevent the escape of fumes, gases and vapors there 
from into the workrooms and work spaces in quantities injurious to health 
of employees, then the above mentioned room or compartment will not 
be required. 

NOTE: Manufacturer's recommendations should be followed 
regarding the class of solvent and exhaust for which 
the machine is designed. 
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